INSTRUKCJA OBSLUGI
USERS MANUAL

NMMT100

AC POWER CABLE
Note:

For Europe: 230V/50Hz

For USA & Canada: 120V/60Hz
For Japan: 100V, 50/60Hz

For Australia: 240V/50Hz

Podtacz kabel zasilania do
odpowiedniego zrédta pradu.
Ksztatt wtyczki moze sie
rézni¢ od tego z obrazka.
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PODLACZENIE
1. Wiéz wtyczke 3,5mm (Stereo Jack) do gniazda stuchawek lub gniazda wyjsciowego zrédta dzwieku (np.

karty dzwiekowej).
2. Podtacz wtyczke gtosnikow do kontaktu z pradem. Wyjmij wtyczke z gniazda, jesli nie uzywasz
gtosnikow.

OBSLUGA G£OSNIKOW
. Wcisnij przycisk POWER, by wiaczy¢ gtosniki. Zapali sie wowczas dioda
. Wiacz zrodto  dzwieku.
. Wybierz pokrettem VOLUME pozadang gto$nosc.
. By wytaczy¢ gtosniki wcisnij ponownie POWER.
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GETTING STARTED
. Plug in stereo Jack 3,5 mm to headphones slot or audio out slot of sound source. eq. PC sound card.
2. Plug in power cord to AC slot. Remove the plug from slot when speakers are unused for long period of
time.
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HOW TOUSE
. Press POWER button to power up the speakers. Power LED on.
. Power up sound source.
. Specify the volume with VOLUME controll.
. Power off the speakers with POWER button.
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