Dragon

Game Pad USB MM801

Manual

Product features

1. The directional pad represents UP, DOWN, LEFT, RIGHT
and 4 diagonals.

2. 12 Buttons are default fire buttons all are digitall in nature.

3. The left and right analog control sticks each contain two
axes (X and Y). Also, there is a “hidden” button under each
stick that is activated when the analog stick is pressed
inward.

4. 1-8 Buttons can set as Turbo function.

To set auto-fire function or to cancel auto-fire function to a
button, the following procedures be followed:

- Press TURBO SET button, at the same time press the
button selected to toggle auto-fire function on.

- Press the CLEAR button, at the same time press the
button with auto-fire function, auto-fire for this button is
deactivated.

The TURBO SET LED will be extinguished when the auto-
fire function for all fire buttons is deactivated. The TURBO
SET will flash, when the auto-fire function of some button is
activated. When auto-fire is activated, pressing a button will
simulate on and off of that button to create continuous fire
function as long as the button is pressed. When auto-fire is
set off, pressing a button will only generate one shot until that
button is released and press again to generate another shot.
5. Pusch MODE button, to change from analog mode to digital

mode.

Warrning:
If the Dragon pad is in digital mode, two analog
Joystick are not working!

Installation

1. Plug the pad connector into the USB port

2. Insert the provided floppy disk

3. Select SETUP.EXE and follow the steps in order to setup
the driver

4. Me/2000/XP only simple plug and play operation

Calibration

1. Select Settings/Control Panel from the Start menu. Double-
click the Game Controllers in Windows system.

2. Select the corresponding device (if it show OK status)

3. Choose Calibrate Page, calibrate your pad

4. Choose Effect Page to be sure that your controller has
vibration function and adjust manually for the vibration
power

5. Choose Test Page to be sure that your controller is
correctly calibbrated and press OK to exit the test area
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Instrukcja obsiugi

Cechy produktu
1. Pad kierunkowy umozliwiajacy ruch: w goére, w dot, a lewo,

w prawo i po czterech przekatnych
2. 12 cyfrowych przyciskow ,fire”

3. Prawa i lewa manetka osadzona na dwoch osiach (XiY) z
dodatkowym przyciskiem pod kazda z nich
4. Przyciski 1-8 mogace funkcjonowac w trybie turbo

Aby uaktywni¢ lub odwota¢ funkcje ,auto-fire” prosze
postepowacé wg ponizszej instrukcji:

- Wcisng¢ przycisk TURBO SET réwnoczesnie naciskajac
wybrany klawisz ( do ktérego chcemy przypisaé funkcje
»auto-fire”). Funkcja zostanie przypisana.

- Wcisniecie przycisku CLEAR razem z klawiszem, z
przypisang funkcjg ,auto-fire”, odwota funkcje ,auto-fire”
ze wszystkich przyciskow.

Dioda TURBO SET bedzie wygaszona jesli do zadnego
klawisza nie bedzie przypisana funkcja ,auto-fire”. Dioda
TURBO SET zaswieci jesli do ktéregokolwiek klawisza
przypisana zostanie funkcja ,auto-fire”. Kiedy funkcja ,auto-
fire”, dla jakiego$ przycisku, jest aktywna, symuluje ona
wciskanie i puszczanie tego przycisku w sposéb ciagty, tak
dtugo, jak wcisniety jest ten przycisk. Kiedy funkcja ,auto-fire”
jest wytaczona wecisniecie przycisku powoduje jeden strzat.
Puszczenie i wcisnigcie ponowne, powoduje nastepny.

5. Wcisnij klawisz MODE, by zmienic tryb analogowy w
cyfrowy.

Uwaga:
Jesli pad znajduje sie w trybie cyfrowym dwie
analogowe manetki nie dziataja!

Instalacja

1. Podiacz wtyczke pada do portu USB

2. Wi6z do napedu dyskietke

3. Wybierz SETUP.EXE i postepuj krop po kroku wg
zawartych tam instrukgcji

4. W Windows Me/2000/XP po przytaczeniu pada system sam
go wykryje i oprogramuje na zasadzie ,plug and play”

Kalibracja

1. Z menu ,Start” wybierz ,Panel sterowania” i kliknij
dwukrotnie ikone ,Kontrolery gier”

2. Wybierz podtaczone urzadzenie, ktérego ,Stan” wyswietla
,OK.”

3. Teraz kliknij ,Wtasciwosci” i przejdz do zaktadki ,Calibration
Page” i skonfiguruj urzadzenie

4. W zaktadce ,Effect Page” ustaw site wibracji

5. W zakfadce , Test Page” sprawdz czy pad zostat
prawidtowo skalibrowany. Wciskajac ,,OK” opu$¢ okno

~Kontrolery gier”

W razie ktopotow prosimy o kontakt z naszym serwisem. (022)-332-34-63
Od poniedziatku do pigtku w godz. 9.00-17.00
My Ci pomozemy!



